ACQUA CALDA E VAPORE / HOT WATER AND STEAM

a==n STEELVAPOR 200° C BS 5342-2B OIL RESISTANT COVER
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APPLICAZIONE

Tubo con rinforzo metallico, idoneo per vapore saturo ad una
pressione massima di 17 bar, utilizzato nell’industria chimica,
petrolchimica e per applicazioni industriali in genere.

Per una durata maggiore, drenare sempre dopo I'uso

COSTRUZIONE

Sottostrato: gomma in EPDM di colore nero resistente al vapore
saturo

Rinforzo: acciaio ad alta resistenza

Copertura: microforata in gomma speciale sintetica di colore
nero, resistente all’abrasione, agli oli, al calore, al vapore e agli
agenti atmosferici. Superficie esterna liscia a impressione tela

TEMPERATURE DI ESERCIZIO
-40°C/ + 200°C (Intermittente +210°C)

NORME
Eccede la norma BS 5342 tipo 2 Classe B

Lunghezza standard: 30/40/60 m
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APPLICATION

Steel wire reinforced Hose for saturated steam at a maximum
working pressure of 17 bar, used in the chemical and
petrolchamical industry applications in general.

For longer life always drain after use

CONSTRUCTION

Tube: black EPDM rubber resistant to saturated steam
Reinforcement: high tensile steel

Cover: black special synthetic pin-pricked rubber, abrasion, oil,
heat, steam and weather resistant.

Smooth wrapped finish

WORKING TEMPERATURE
-40°C/ + 200°C (Intermittent +210°C)

NORMS
Exceed BS 5342 type 2 Class B

Standard length: 30/40/60 m
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DIAMETRO INTERNO DIAMETRO ESTERNO
CODICE Internal Diameter External Diameter
CODE . .

mm inch mm inch
33STVA0130252B 13 1/2” 25 17
33STVA0160282B 16 5/8" 28 1-7/64"
33STVA0190322B 19 3/4” 32 1-1/4"
33STVA0250382B 25 17 38 1-1/2°
33STVA0320462B 32 1-1/4" 46 1-13/16"
33STVA0380522B 38 1-1/2° 52 2-3/64"
33STVA0510682B 51 2" 68 2-11/16”

PRESSIONE ESERCIZIO PRESSIONE SCOPPIO PESO NOMINALE
Working Pressure Burst Pressure Nominal Weight
bar psi bar psi Kg/m
17 247 170 2465 0,530
17 247 170 2465 0,600
17 247 170 2465 0,750
17 247 170 2465 0,950
17 247 170 2465 1,300
17 247 170 2465 1,580
17 247 170 2465 2,300

Su richiesta: differenti diametri, pressioni e copertura rossa o grigia

Se non altrimenti specificato, tutti i tubi sono prodotti in conformita alla norma
EN ISO 1307:2008.

On request: different diameters pressures and red or grey cover

Unless specified otherwise, all hoses are manufactured according to EN 1ISO
1307:2008 norm.
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