TUDERTECHNICANA

excellence in design and manufacture of specialty hoses

DRAGABRASIVO A

CORRUGATED, BLACK, CONDUCTIVE,
ABRASION RESISTANT, CLOTH FINISH

STEEL WIRE HELIX
SYNTHETIC PLIES

BLACK, CONDUCTIVE,
ABRASION RESISTANT NR/SBR

TECHNICAL CHARACTERISTICS

Temperature range : -40°C/ +70°C( -40°F / +158°F)
Norm : ISO 1307 for dimensional tolerances

Suction hose suitable for abrasive material mixed with water. Especially
used in the dredging system as connection between the suction pipes
and pump. It can be manufactured in service lengths with enlarged cuffs,
vulcanised flanges, vulcanised flanges rubber protected or beaded ends.

DESCRIPTION

Tube
NR/SBR, black, conductive, abrasion resistant

Reinforcement
synthetic plies, steel wire helix

Cover
corrugated, black, conductive, abrasion, ageing and ozone resistant, cloth
finish

Marking
TUDERTECHNICA DRAGABRASIVO A

Inside diameter | Outside diameter Vacuum

[mm] [in] [mm] [in] [mt] Ifd [bar] Ipsi
102 4,00 - - 12 39 0,9 13
152 6,00 = = iZ 39 0}C] 13
203 8,00 = = 12 39 0.9 13
254 10,00 = = 12 39 0,9 13
305 12,00 - - 12 39 0,9 13
350 13,80 = = {2 39 0,9 13
407 16,00 - - 12 39 0.9 13
457 18,00 = = 12 39 0,9 13
508 20,00 - . 12 39 0.9 13

Data refer to ambient temperature (20 °C). Other diameters, wall thickness and pressure only on specific request.

Working pressure Burst pressure Appr. weight Bending radius

[bar] Ipsil [bar] Ipsi] [kg/mt] [Ibs/ft] [mm] [in]
= N - - 1,75 5,19 500 19,69
= = = = 12,18 | 8,16 850 33,46
= = - - 19,87 | 13,31 1300 | 51,18
= = = = 2535 | 16,98 | 1650 | 64,96
- - - - 32,83 | 22,00 | 2200 | 86,61
= = = = 42,34 | 2837 | 2600 |102,36
- - = = 48,75 | 32,66 | 3100 | 122,05
= = = = 55,66 | 37,29 | 3550 | 139,76
- - - - 6152 | 41,22 | 4000 | 157,48
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