TUDERTECHNICANA

excellence in design and manufacture of specialty hoses

DRAGATELA

Discharge hose suitable for the delivery of abrasive material mixed with
water. Especially used in the dredging system as connection between
pump and suction pipe, discharging the material collected from the dred-
ger. It can be manufactured in service lengths with enlarged cuffs, vulca-
nised flanges, vulcanised flanges rubber protected or beaded ends.

DESCRIPTION
SMOOTH, BLACK, CONDUCTIVE,
ABRASION RESISTANT,
CLOTH FINISH Tube
SYNTHETIC PLIES | NR/SBR, black, conductive, abrasion resistant

BLACK, CONDUCTIVE,
ABRASION RESISTANT, NR/SBR
Reinforcement

synthetic plies

TECHNICAL CHARACTERISTICS Cover

smooth, black, conductive, abrasion, ageing and ozone resistant, cloth
Temperature range : -40°C/ +70°C( -40°F / +158°F) finish
Norm : ISO 1307 for dimensional tolerances

Marking
TUDERTECHNICA DRAGATELA

Inside diameter Outside diameter Working pressure Burst pressure Appr. weight Bending radius
[mm] [in] [mm] [in] [mt] Ifa [bar] Ipsi] [bar] Ipsi [kg/mt] [ibs/ft] [mm] [in]
102 4,00 139 547 12 39 8 120 24 360 8,22 5,51 = =
{152 6,00 190 7,48 12 39 8 120 24 360 (2105 8,07 = =
203 8,00 241 9,49 12 39 8 120 24 360 15,63 10,47 = -
254 10,00 292 11,50 12 39 8 120 24 360 18272 12,88 = =
305 12,00 345 13,58 12 39 8 120 24 360 23,53 15,77 = -
350 13,80 390 15,35 12 39 8 120 24 360 26,80 17,96 = =
407 16,00 449 17,68 12 39 8 120 24 360 31,98 21,43 - -
457 18,00 499 19,65 12 39 8 120 24 360 35,71 23198 = =
508 20,00 550 21,65 12 39 8 120 24 360 39,52 26,48 = =

Data refer to ambient temperature (20 °C). Other diameters, wall thickness and pressure only on specific request.
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