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Since 1967, we supply the hose type FHD. It is a collapsible
hose for the transfer of petroleum based products — used for
civil (e.g. bunker ships) and military (e.g. ship-to-ship trans-
fer) applications.

Flat laying hoses for pressure service save space on board and
are easy to handle - but they underly a lot of strain.

Therefore you should only use premium quality which we
guarantee for the FHD type. It meets EN 1765 type L, and the
military standard VG 95955.

Together with perfectly suitable hose couplings, tested and
certified: Reliable refuelling equipment, made by ELAFLEX.
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GE- | SCHLAUCH- |[355| eo|.§| o8| gs| BESTELL
WICHT GROSSE 2% <3| 83|85 NUMMER
N A< o = © )
Weight Hose s i: 5| 83| ¢ T <% Part
Approx. Size gL |28 g é 2e| g é Number
~kg/m | IDin. |IDmm|ODmm | bar | bar | bar | mm | =m Type

Type FHD & XHD

Type FHD ist ein leicht zu handhabender Marine-Flachschlauch, der flach aufrollbar ist
und daher gut verstaut werden kann. Als Druckschlauch fir Mineral6lprodukte aller Art
mit Aromatenanteil bis 50 % fiir Bunkerboote, Tanker sowie als 'flexible Pipeline'. Zur
Versorgung von Marineschiffen auf See und fur Offshore-Anlagen. Entspricht der
Bundeswehrnorm VG 95 955 und den mechanischen und hydraulischen Anforderungen
der EN 1765 Type L.

«) Bei ausreichendem Foérderdruck knickt der Schlauch auch bei engen Biegeradien nicht ein.
Die Karkasse ist so konstruiert, dass der Schlauch selbst bei nur 1 bar FlieBdruck noch
seinen vollen Querschnitt behalt. Die Type FHD ist nic ht geeignet zur Schwerkraftabgabe
und fur Saugbetrieb. Dauerknicke vermeiden!

Kennzeichnung: Zwei gelbe Markenringe alle 5 mtr. (fir Bundeswehrbedarf 4 mtr.) und
einvulkanisierte Pragestempel mit Type, DN, Herstellerzeichen, Herstellernummer und
Produktionsdatum.

29 | 3" | 75 | 89 40 (FHD 75)
5 5
38 | 4" |100| 116 | 16 | 25 g & 40 (FHD 100)
g %
57 | 6" | 150 170 - |23 40 || Fp150 |
§'s
(o))}
. 2s FHD 200
90 | 8" |200| 222 | 10 | 15 S| W | "o |
Q
98 | 8 |200| 222 | 15| 23 30 FHD 200

Type FHD is a collapsible hose preferably used by naval forces. It can be reeled up flat, takes
few place to stow away and is easy to handle. Used as pressure hose for all petroleum based
products with an aromatic content up to 50 %, on bunkering ships, tankers as well as 'flexible
pipeline'. Suitable for naval mobile supply and for offshore facilities. Meets German military
standard VG 95 955 and the mechanical and hydraulic requirements of EN 1765, type L.

With a sufficient permanent pressure the hose does not kink even with low bending radii.
The reinforcement is constructed in such a way that the hose keeps its whole diameter even
with 1 bar flow pressure. Type FHD is n ot suitable for gravity discharge and for suction.
Please avoid permanent kinking!

Marking: Two yellow bands every 5 mtr. (4 mtr. for navy type) and vulcanized embossed
stamps with type, size, manufacturer and production date.

Hochdruck Flachschlauch 'Gelbring' ohne Wendel

Innen : NBR schwarz, nahtlos, elektrisch
ableitfahig, auslaugfest

Festigkeitstrager : Dehnungsarme Textilgeflechte
(FHD 200/PN 10 = 4 Cordlagen,
FHD 200/PN 15 = 6 Cordlagen)

AuBen : Chloroprene (CR), schwarz,

elektrisch ableitfahig, abriebfest,
witterungsbestéandig

nur flir Druckbetrieb

Type FHD

for pressure only

zugelassen von
der Bundeswehr
(Marine)

approved by the
German military
(naval forces)

'Yellow Band' collapsible high pressure hose without helix.

: NBR black, seamless,
electrically dissipative, no fuel-solubility

: Low tensile textile braids

(FHD 200/ PN 10 = 4 cord layers,
FHD 200/ PN 15 = 6 cord layers)

: Chloroprene (CR), black,
electrically dissipative, resistant to abrasion,
weathering

Lining

Reinforcement

Cover

08 | 1" | 25 37 0,5 | 200 (XHD 25)
1,0 | 1%" | 32 44 0,4 | 200 XHD 32
1,2 [ 1%" | 38 51 0,3 | 270 XHD 38
1,4 - 140 54 20 30 | 0,3 | 270 | 40 XHD 40
1,6 | 1%" | 45 59 0,3 | 300 XHD 45
20 | 2" | 50 64 0,3 | 400 XHD 50
28 | 3" | 75 N - 600 (XHD 75)

Vereinfachte Ausfiihrung der Type HD. Die hohen Qualitatsanforderungen der VG-Norm fir
Kalteflexibilitat, Auslaugungsbestandigkeit, Nichtverfarbung des Mediums, Abriebfestigkeit
und Witterungsbestandigkeit werden von dieser preisglinstigen Ausflihrung nicht erreicht.
Kennzeichnung: Fortlaufende einvulkanisierte Pragebandstempelung ohne Farbringe.

ELAFLEX XHD 50 - EN 1761 - D - HEIZOL-DIESEL-FUEL OIL - ECONOMY - Q -
PN 25 BAR - € - ContiTech - MADE IN GERMANY - (Batch No.) - 3Q-16

Simplified version of hose type HD. The high quality standards of the German Military
Standard are not met in all respects by this Economy type, e.g. cold flexibility, non-
discolouration of the medium as well as the resistance to abrasion and weathering.
Marking : Continuous, vulcanised embossing (example above) without coloured bands.

Heizél-Trommelschlauch 'Economy' ohne Wendel fiir Mineral-
Olprodukte. Temperaturbereich bis + 65° C. Elektrischer Widerstand
<10° Ohm.

Innen : NBR schwarz, elektrisch ableitféhig
Festigkeitstrager : Zwei dehnungsarme Textilgeflechte

AuBen : CR, schwarz, abriebfest, elektrisch leitfahig

T
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Type XHD \\/‘

LA

Economy fuel oil reel hose without helix for petroleum based
products. Temperature range up to +65° C. Electrical conductivity
<10°Ohm.

Lining : Nitrile rubber (NBR), black, electrically dissipative
Reinforcements : Two low tensile textile braids

Cover : CR, black, abrasion resistant, el. conductive
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