Specifications

Retain Overfill Monitoring 3205E 3205€ RoM

20

© e\ O
(—)4
(@)Y,
@ D
© ©

==  ©=5 oo

ITITIIIINIY

7N\ — A\ ) i
00 © 0O
@@ € o

Features and Benefits

a a
a
a
Related products
a
s Art. number Description
210E-L30 30 m 5-Wire straight cable
o o conform EN13922
ELO5116 Cable gland HSK-K-EX:
L m20x 1,5; 6-12 mm blue
a
ELOOOO1 Ground bolt
a a
1398E-E003 Truck tester, 4-J-slotted,
black plug
a
s 1397E-E003 Truck tester, 3-J-slotted,
blue plug
a
s 4103E 6-Pin socket
L for optic sensors, BASEEFA
4103PS 4103E with pressure switch
conform 94/63EC (VOC)
4403B 10-Pin socket with pressure
-gn O - -gn - switch for optic and
General specifications Ordering specifications thermistor sensors, black
label and cap, in accordance
with EN13922 and VOC
a
4403E 10-Pin socket for thermistor
s sensors with green label and
e cap
K1-5110E-18 5-Wire optic overfill sensor
K1-5550U-18 2-Wire optic overfill sensor
5000U Retain sensor
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